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Wrench Retainer
Patent #9,079,300

 » Designed to hold a striking wrench on a nut
 » Safer, hands free, one man operation
 » Suitable for 6-pt. and 12-pt. straight or offset wrenches
 » Surface coated for rust protection

Specifications
Imperial Sizes
Part No. Fits Stud Size Nut Size Overall Length Weight
HTS58 5/8" - 11 1-1/16" 1-11/16" 8 ozs.
HTS34 3/4" - 10 1-1/4" 1-3/4" 10 ozs.
HTS78 7/8" - 9 1-7/16" 2" 13 ozs.
HTS100 1" - 8 1-5/8" 2-1/4" 1 lb.
HTS118 1-1/8" - 8 1-13/16" 2-5/16" 1-1/8 lbs.
HTS114 1-1/4" - 8 2" 2-1/2" 1-3/8 lbs.
HTS138 1-3/8" - 8 2-3/16" 2-11/16" 1-1/2 lbs.
HTS112 1-1/2" - 8 2-3/8" 2-7/8" 1-5/8 lbs.
HTS158 1-5/8" - 8 2-9/16" 3-1/16" 1-7/8 lbs.
HTS134 1-3/4" - 8 2-3/4" 3-1/16" 2-1/8 lbs.
HTS178 1-7/8" - 8 2-15/16" 3-1/8" 2-3/8 lbs.
HTS200 2" - 8 3-1/8" 3-3/16" 2-1/2 lbs.
HTS214 2-1/4" - 8 3-1/2" 3-1/4" 2-7/8 lbs.
HTS212 2-1/2" - 8 3-7/8" 3-11/16" 3-5/8 lbs.
Imperial Sets
Part No.  Description Weight
HTS34178 Set of 10, 1 each of HTS34 thru HTS178 22 lbs.
Metric Sizes
Part No. Fits Stud Size Nut Size Overall Length Weight
HTSM16 16mm - 2.0 24mm 1-11/16" 8 ozs.
HTSM18 18mm - 2.5 27mm 1-11/16" 9 ozs.
HTSM20 20mm - 2.5 30mm 1-3/4" 10 ozs.
HTSM22 22mm - 2.5 32mm 1-3/4" 11 ozs.
HTSM24 24mm - 3.0 36mm 2" 13 ozs.
HTSM27 27mm - 3.0 41mm 2-1/4" 1 lb.
HTSM30 30mm - 3.5 46mm 2-5/16" 1-1/8 lbs.
HTSM33 33mm - 3.5 50mm 2-1/2" 1-3/8 lbs.
HTSM36 36mm - 4.0 55mm 2-11/16" 1-1/2 lbs.
HTSM39 39mm - 4.0 60mm 2-7/8" 1-5/8 lbs.
HTSM42 42mm - 4.5 65mm 3-1/16" 1-7/8 lbs.
HTSM46 46mm - 5.0 72mm 3-1/16" 2-1/8 lbs.
HTSM48 48mm - 5.0 75mm 3-1/8" 2-3/8 lbs.
HTSM52 52mm - 5.0 80mm 3-1/4" 2-1/2 lbs.
HTSM56 56mm - 5.5 85mm 3-1/4" 2-5/8 lbs.
HTSM60 60mm - 5.5 90mm 3-11/16" 2-7/8 lbs.
HTSM64 64mm - 6.0 95mm 3-11/16" 3-5/8 lbs.
Metric Sets
Part No.  Description Weight
HTSM1639 Set of 10, 1 each of  HTSM16 thru HTSM39 20-1/2 lbs.
HTSM1842 Set of 10, 1 each of HTSM18 thru HTSM42 22 lbs.
HTSM2046 Set of 10, 1 each of HTSM20 thru HTSM46 23-1/2 lbs.

NOTE: Custom sizes and pitches available upon request .

Place wrench on nut and thread 
retainer onto stud

Lift up on wrench to compress
spring loaded retaining plate

Reposition wrench on nut and 
release spring loaded plate to 
continue


